
- Lampada da parete gesso,
monoemissione risulta parte della 
parete e può essere tinteggiata.

- Lampadina installabile alogena, 
fluorescente o led con 
attacco GU10.

Omologazioni

- Plaster, single emission wall light, 
it becomes an integral part of the 
wall and can be painted.
- Takes a halogen, fluorescent or 
LED light bulb with GU10 
connection.

Type-approvals

- Однонаправленный настенный 
светильник из гипса. Он становится 
частью стены и можно его покрасить.

- Применяемые лампочки: галогенная, 
флуоресцентная или светодиодная 
с цоколем GU10.

Омологации

- Wandlampe aus Gips mit 
Monoemissions-Licht, wird eins 
mit der Wand und kann gestrichen 
werden.
- Installierbare Halogenlampe, 
Leuchtstofflampe oder LED mit 
GU10 Fassung.

Zulassungen

- Aplique para pared de yeso, una 
sola emisión, entra a formar parte 
de la pared y se puede pintar.
- Bombilla instalable halógena, 
fluorescente o LED con casquillo 
GU10.

Homologaciones

LISSOS DESIGN: SFORZIN ILLUMINAZIONE

100 mm

100 mm

90 mm

T126 GU10

_ 1X50W
_ GU10

Portalampada incluso - Lamp holder included
Lampenfassung eingeschlossen
Portalámparas incluido - Патрон лампы включается

Optional lampadine - Optional - Optional
Opción - Опция:

- T01 Alo 40W
Lampadina alogena 2800°K
Halogen light bulb 2800°K

- T01 LED 6W - 3000°K
Lampadina led 390 lumen
LED light bulb 390 lumen

- T01 LED 6W - 6500°K
Lampadina led 420 lumen
LED light bulb 420 lumen

- T01 LED 7W - 3000°K
Lampadina led 450 lumen
LED light bulb 450 lumen

- T01 LED 7W - 6000°K
Lampadina led 500 lumen
LED light bulb 500 lumen

- T01 LED 9W - 3000°K
Lampadina led 680 lumen
LED light bulb 680 lumen

- T01 LED 9W - 6000°K
Lampadina led 730 lumen
LED light bulb 730 lumen Vedi tabella fotometrica pag.  286-287-288-289-290-291-292-293

See photometric table on page  286-287-288-289-290-291-292-293
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