





PIRGOS

DESIGN: SFORZIN ILLUMINAZIONE

- Profilo in alluminio
con copertura opale

- Led 21,6 W/mt

- Tappi in plastica grigia

- Alimentatore integrato

- Aluminium profile
with opal covering
-21.6 W/m LED
- Grey plastic caps
- Integrated power supply unit

- Aluminiumprofil
mit opalweifler Abdeckung
- LED 21,6 W/m
- Stopfen aus grauem Kunststoff
- Integriertes Netzteil

- Perfil de aluminio
con cobertura 6palo
- Led 21,6 W/m
- Tapones de pléstico gris
- Fuente de alimentacién
incorporada

- ANIOMUHVEBBIN Npothub
C ONanoBbIM MOKPbLITUEM
- Ceetoavopn 21,6 Bt/m
- 3arnyLKu n3 ceporo nnactuka
- VIHTerpupoBaHHbIi 610K NUTaHWA

Omologazioni Type-approvals Zulassungen Homologaciones Owmonorauuu
C€Y IP40 (€ IP40 (€ IP40 C€ P40 (€ IP40
T311.10 T311.10.D T311.11 T311.11.D
-1 mt * - Dimmerabile - Dimmable -2mt * - Dimmerabile - Dimmable
-21,6W - Dimmerféhig - Intensidad regulable - 43,2W - Dimmerfahig - Intensidad regulable
- 26V - C perynvpyemoi ApKOCTbio - 26V - C perynupyemoi ApKOCTbIO
- 3000°K - 3000°K
- 3015 Lumen -1mt - 6030 Lumen -2mt
-21,6W - 43,2W
- 24V - 24V
- 3000°K - 3000°K
- 3015 Lumen - 6030 Lumen
365 mm 40 mm 365 mm 40 mm
4 -
g 50 mm E 50 mm
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f f f !
1000 mm 2000 mm

* - Dimmerabile con PUSH 0-10V/1-10V Dali/Pulsante normalmente aperto
- Dimmable with PUSH 0-10V/1-10V Dali/Normally open button

- Dimmerbar mit PUSH 0-10V/1-10V Dali/Taste normalerweise offen

- Intensidad luminosa no regulable con PUSH 0-10V/1-10V Dali/Pulsador normalmente abierto
- vmmunpyeTca ¢ nomoLbto TexHonornin PUSH 0-10B/1-10B Dali/HopmanbHO pa3oMKHYThIA KOHTaKT














